E40 P2 1Relay Output Harness Layout Cabin ECU
Last Changed: 30/10/2023 Relayu\|___|
Products that can use this harness =
Titan / Venus, Venus2, Venus3 o5
Saturn, Orion, Orion2 € Fire Wall
Eezi4, Jackoll4
@ Engine Bay 2m
- - 3X Relay Holders —
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=3 3A Diode
1N5404 Front of Engine
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Red ' Vel :©

8mm

Red - Fuel Pump Positive Pump

Black - Coils Negative

P2 t Red - Coils Positive | COils |
° Black/Red Black/Red - HV Negative Out 6 -
© 1_. Black/Purple Black/Purple - HV Negative Out 5 -
Black/B - HV Negative Out 4 -
° Black/Brown ack/Brown egative Ou
N~ Al ® Black/Orange Black/Orange - HV Negative Out 3 -
° Black/Yellow Black/Yellow - HV Negative Out 2 -
O | | [Backwhite Black/White - HV Negative Out 1 -
Green Green - RPM Output Red - Injectors Positive ;
D . . [Injectors]
@ | <, | [BueRed )
Blue/White Blue/White - GP Out 2 -
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+— | 4] [Bue/orange Blue/Orange - GP Out 1 - L GPO's |
\_ Red - Lambda Positive

\ Black - Lambda Negative | Lambda |




E40 P2 1Relay Output Harness Design

Last Changed: 30/10/2023

10 Way Female Plug
. R Vi
Products that can use this harness P/N oe.f‘.51'f1”601o
Titan / Venus, Venus2, Venus3 Pins CP-01100101

Saturn, Orion, Orion2 .
Eezi4, Jackoll4 Note! Use fully insulated Lugs

for short protection at relay.

Note! Will Customise on Sale
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Blue / White

Blue/Red

Green
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Yellow 8mm
! @:Yel ) Red - 2m x 2.5mm2

3A Diode
1N5404

QN s m e 150mm 150mm

Blue / Orange 0.8m x 0.5mm2

Blue / White  0.8m x 0.5mm2

Blue/Red 0.4m x 0.5mm2
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Tl[T :
n||—=

Lambda| gjack - 2m x 0.5mm2

Red - 2m x 0.5mm2 | Y,

Red - 2m x 1.5mm2

o

ump

1.650mm

Iniectors Red - 2m x 1.5mm2 y

Black / White - 2m x 0.75mm2

Black / White

[Injectors| Biack/ Yellow - 2m x 0.75mm2

Black / Yellow

Black / Orange - 2m x 0.75mm2

Black / Orange

Black / Brown - 2m x 0.75mm2

Black / Brown

Black / Purple
Black / Red

Black / Purple - 2m x 0.75mm2

Coils| Black/Red - 2m x 0.75mm2

Red - 2m x 1.5mm2 y

| Coils | Black - 2m x 1.5mm2 y




