2Rotor Full Seqg COP Smart Coils

Last Changed: 08/06/2021
Harness Required: E33

Red - Power From
Relay2 Pin87
O - -
[ Negative Trigger|
~ N\
<
N
> (e " a ] ] Red - Power From Relay3 Pin87
C 2 ® N
)
cC -
o -
2,2, E
o = |
oz s I
CNeXe) 8 | o o
| S S
(@) Py Py
a [¢)]
\ |BIack/PurpIeE Black/Oran eE
Software Settings I
Coil Combination (1. I— - _B
o
Wasted S il B wlii LY I @
Wasted Spark Coil Per Cylinder o
P2 . | Black/Red =
L2l Coil Driver Trigger Combination /! I
61718[9[10] |_
11213[415 Srnart Coil — Use Positive Drivers e - -
Harness Pin View
1. Black/Purple - Coil T1 R
2. Black/Orange - Coil T2 Coil Driver Outputs
2' g:ﬁgkl White h Coil Driver Output 1 Coil Negative 1
g' g::glk?ézgge _- Coil L1 Coil Driver Qutput 2 Coil Negative 2
7. Black/Brown - Coil L2 o _ ] B
8. Black/Yellow - Coil Driver Qutput 3 Coil Negative 3
9. Green -
10. Blue/White - Coil Driver Output 4 Coil Negative 4

Connector Pinouts




