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Harness Required: MTWX02/2, CON2, DB1 Positive
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87] 86

@ To Batt +

DB1 - Positive

DQD

| Transmission Connector |

Pin View

Harness Connector

JlH

8
el — I\J
2 Red - N/C e ol Black
3 O . .
> Red - NG = Pin Harness Color Connector Resistance
2 =
Cold Hot
Red/Blue Lin 1 Gearbox Red/YellowShB P2 18 33 0
Green - Speedo Out ( J L .
Blue/Orange - GP1 Out Red/Black LU 2 Gearbox Red/White Sh A P2 18 33 Q
O Red/WhiteSh A 3 Gearbox Red/Orange Ovr P2 18 33 Q
e\ [ Red/Yellow Sh B 4 Gearbox Red/Blue Lin P2 23 55 Q
C; & Black/Brown - Retard J Red/Orange Owr 5 Gearbox Red/Black LU P2 23 550
(G- E —1 6 TFT White P1
8 — J) 7 TFT Green P1
GLJ o ’ Green TFT 8 N/C
— ite - White TFT
2 E Blue/White - GP2 Out (Frofia] See next page __
— [Speed Sensor|
ORedt v
b N/C - Isolat 7
OGreen2 o T ps | NG solate 2
ellow n
OGreenf — Black K Green RPM In [To ECU] Pin 1
OYellow 2 ac Blue Extra
€ Ign+
8 D Orange
| Transmission Selector Switch |
c Scroll Down for more info //6_ 514 ?\
Jumper Settings — Red
Mag Speed Hall Speed - ¢ Shift m See next page \ 218 7/
J18&J2 J1&J2 \_Black |
= 55 = Option1 @
ercury?2 Starter Lock out —
if Shifter switch is installed (Transmission Starter Lock out] |gn+ =
S, S, Pin 1
- P2 - Pin7 s Pin 2 g*
Start Key / Button 30 85 Red/Green Start Key / Button
= 87a -
L P | ¥ gns |_
Starter Motor Red 86 T Starter Motor Red 86
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Ign+

Overdrive LED |

Black/Yellow P3-7 1K
1/8W

2nd Start LED

Black/White P3-3 1K | )
1/8W

Low Range LED

Black/Orange P3-2 1K
1/8W

Triptronic LED

Black/Red P3-5 1K
1/8W

Lockup LED

Black/Purple P3-1 1K | )
1/8W

NB! Resistors are requierd LED's

[ Timing Retard Circuit |

TCU
Black/Brown P3-6 Retard Output "

ECU
ECU POT input

OEM Selection
switches

Mercury2
Blue - Pin 5 - P4

Orion ECU
Comms - Pin 4

|_Reverse light Relay|

Bat +

30
87a

87<1

85 =

Red 86 P5 - Pin4

Reverse Lights

Already installed in
the MTX harness)

Red 5V .

1K

Green

[ Transmission Selector Switch |

Tap into OEM lines

Red (12V for shifter light)
lShIftI / Blue
N\ Black
p
3lo|2
HEE
Hold 2nd Blue/Red Orange
v
oS Ao Bluesmlack Brown
Power WG Yellow
0D Button Blue/Orange Green
Blue
White

[ Spitronics Level Shift Board |
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