ZF 4HP22-24 45pd 450l

Last Changed: 06/06/2019

Harness Required: MTWX01/2, DB2 Negative, CON1
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Harness Required: MTWX01/2, DB2 Negative, CON1

[ Timing Retard Circuit |

ECU

P3 - Pin 5 Black/Red - Retart Output

ECU POT input

4 Map Switch

// \\

- ~
100R 100R 100R N

TCU
Lockup LED
RedWhite 1K /2 3
- ® @ N
1/8W \_)
2nd Start LED
Red/Orange 1K
1/8W |_Reverse light Relay|
Bat
Low Range LED a- Mercury2 P5 - Pin4
RedBlue 1K /7 ) 30 85  Green
1 ® @ ®
1/8W U 87a
e TP 87 1 | Reass
Redrvelow 1K /0 9 & Reverse Lights =
7w \_J i
Overdrive LED
Red/Green 1K Q
sw \_J _T_
NB! Resistors are only for when wiring 3V LED's
Black
Profile SW /" Blue
\_ Red
[ Tiptronic Buttons|
Blue
Black Overdrive / Up Shift
Red :ﬂ Second Start / Down Shift

Mercury2
Blue - Pin5 - P4

Orion ECU
Comms - Pin 4

4 Position
Rotary Switch




